
CPLT E3 LED

People.
Passion.
Performance.

Features:
• User friendly controls (with shutdowns and
  safeties)
• Easy to manuever and transport
• Low maintenance design
• Fuel efficient design

Options:
• Cold weather package

CPS 110 Compressor

Portable. Powerful.
Tough.

Trust the experts in power

Compressor CPS 110 

Free air delivery (FAD) @ effective 
working pressure

cfm 110

Normal effective working pressure psig 100

Maximum unloaded pressure psig 128

Minimum working pressure psig 58

Air compressor outlets 2 x 3/4”

Max. sound pressure level (LPA) at 7m 
(23ft)

dB(A) 71

Max. ambient temperature at sea level F (C) 109 (43)

Min. starting temperature (without cold 
start aid)

F (C) 14 (-10)

Min. starting temperature (with cold 
start aid) (*)

F (C) -4 (-20)

Compressor oil Gal (L) 1.98 (7.5)

Capacity fuel tank Gal (L) 7.5 (28.5)

Fuel consumption @ 100% load Gal/hr (L/hr) 1.46 (5.5)

Fuel autonomy at full load standard hr 5.0

Engine

Model Kubota D902

Number of cylinders 3

Displacement L 0.898

Power output @ normal shaft speed hp 25

Emissions level Tier 4 Final

Full load rpm rpm 3600

Unload rpm rpm 2000

Box/skid unit dimensions

Length x width x height Inches 61 x 37.5 x 41

Weight (wet) lbs (kg) 1029.6 (468)

Trailer undercarriage dimensions

Length x width x height Inches 100 x 48 x 49

Weight (wet) lbs (kg) 1181.4 (537)
(*) Optional




